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GateKeeper Operator

The GateKeeper is an industrially designed gate operating system unmatched
in its capability and flexibility.

Features

® A reliable design driven by a 3 phase

motor coupled with a sealed-for-life
worm drive gearbox,

Designed for the busiest applications,
Sturdily encased with an attractive
powder coated steel cover, and a zinc
plated steel mounting base,

A high degree of self-locking on the 49:1
unit minimises back-driving,

The GateKeeper also offers unique
and unmatched security locking via the
German engineered motor brake option.

® | inear speeds ranging from 17 to

52m/min are available through a
combination of pinion sizes, gearbox
ratios, and the flexibility of a motor
inverter,

= Available in a 0.75kW (1hp) unit as

standard. 1.1 kW (1.5hp) option for those
extra heavy duty applications, with pull
ratings up to 205kg,

30 tooth pinion offers a gate travel
distance of 18m. 24 tooth pinion offers a
gate travel distance of 15m.
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SET-AND-FORGET

Open and Close positions for the GateKeeper are
very busy to set and are designed as set-and-
forget, never needing adjustment. Setting is done
via the 2 pole 50:1 limit switch assembly (see right
top). The non-slip, non stretch timing belt (see right
below) eliminates problems associated with
standard chain driven systems. 4 pole limit switch
assemblies are available for complex applications.

SECURELY ENCLOSED

Foreign objects are prevented from interfering with
the GateKeeper due to the minimum gap between
cover and pinion.

EASY RELEASE

In case of power failure the GateKeeper has an
easy release mechanism. This is accessed behind
a removable plug in the cover with a supplied tube

spanner.
SELECTION P
Maximum pull Gate speed Maximum
Brake gate Operating
0.75kW 1.1kW motor travel frequency Pinion Ratio
[kg] [kg] [mm/sec] [m/min] [m] [Hz]
140 205 364 21 NO 18 %0 30T 49:1
510 30 70 '
140 205 291 17 NO 15 %0 24T 49:1
407 24 70 '
112 164 442 26 YES 18 %0 30T 40:1
618 37 70 '
354 21 50
112 164 496 29 YES 15 70 24T 40:1
630 37 50
85 125 882 50 YES 18 20 30T 28:1
504 30 50
85 125 706 40 YES 15 20 24T 28:1
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GateKeeper Control Box

The GateKeeper control box is a versatile controller designed for use with the
GateKeeper sliding gate operator. It is also ideal for controlling other leading
gate operator brands and rolling shutters.

Features

m Suits 0.75kW or 1.5kW motor powers,
depending on the choice of inverter,

® Logic is provided by the well proven
CB6 control board,

® Designed to interface with most access
control systems including remote
controls, loop detectors, photo cells and
key switches/pads,

m Fully adjustable and independent open
and close speeds,

m Fully adjustable soft start (acceleration)
and soft stop (deceleration),

m Fitted with a circuit breaker.

IP55 enclosure protection for safe
outdoor installation,

Continuous 2 Amp 12V AC output for
easy control system connection,

All connections brought out to a terminal
strip for easy installation,

Switched 1 Amp 240V AC output for
magnetic brake where fitted,

240V AC three phase output,

240V AC single phase input,

DIN rail mounting for up to 3 loop
detectors.
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GateKeeper Installation

Physical installation and electronic programming of the GateKeeper Operator
and Control Box is easy.

Mechanical

Electrical

The GateKeeper

Gate Operating System




DOMAIN GATES

Supplying Industry Best Gate Automation Kits Australia Wide
Installing Gates & Gate Automation throughout Victoria

Phone: 1800 253 530
0419 889 220

Email: info@domaingates.com.au




